
UTILITY SERIES

ORDERING INFORMATION

POLES & LIGHTING

Client Name:

Quote:

Quote Date:

AV POLES & LIGHTING
43827 Division St.
Lancaster, CA 93535
Toll Free: (844) 770-AVPL
Fax: (661) 945-2764
sales@avpltg.com
www.avpltg.com

Job Name:

Job Location:

Type:
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FIXTURE DIMENSIONS

FITTER OPTIONS

UTL 42" 18.5"
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DESCRIPTION

FEATURES
• Cast aluminum construction

• Stainless steel hardware

• Dark sky/full cutoff

• 0-10V dimmable driver

• 10-20KV surge protection

• IP67 rated modules - 5 year warranty

• Up to 130+ Lumens Per Watt output

• Low maintenance cost with lifetime >54,000 hrs

• Field-rotatable modules have multiple lighting distribution 
      options with optical lens transmittance up to 96%

• Vandal resistant silicone molded optic won’t turn brittle
      or yellow over time, and is heat resistant up to 200°C.

• TGIC thermoset polyester powder coat finish is 
      electrostatically applied at a 3.0 mil nominal thickness.  
      A five stage metal pre-treatment process and sealer 
      provide maximum corrosion resistance. The powder top 
      coat is baked in excess of 400 degrees for supreme 
      endurance. 

An outstanding traditional design and authentic 
appearance that is suitable for a variety of lighting 

applications. The UTL by AV Poles and Lighting
is ideal for commercial, municipal, and design build

lighting applications.
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LUMEN OUTPUT CHART
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